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JHEAR corporate evolution £ ™

In 2020,the intelligent Wireless Division was
established. Provide a complete wireless In 2022, it launched the first hearing aid SiP
chip J10 in China, integrating core functional

chips such as DSP, BLE, MCU, etc., and won
more than 10 patents and Software copyright

In 2004, established R&D team for o . .
communication solution, software system, terminal

VOIP and soft switch systems software. and loT SaaS

In 2015, the hearing aid department was In 2024, 2" generation J102 SiP tape

established, to support onsemi platform . . . o
out with more diversity applications

business in APAC region

In 2021, the healthcare department was established, including

In 2010, data collection, mining and processing . . . .
hearing aid business and blood glucose business. The

business. natural language text processing . . . . .
hearing aid business includes hardware, software, algorithms,

(NLP machine learning) - . .
fitting solution, also support CGM total solution as IDH.
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JHEAR J10 Smallest BLUETOOTH® 5.2 Wireless SIP

Antenna

JHEARING ELECTORICS J10 BLUETOOTH® 5.2 Wireless Module is ultra-small, designed for
connected portable devices in industrial and medical applications. This module offers ultra-low 48MHz X'tal ‘

power consumption, integrated dual core- MCU core and DSP core for user applications. The J10 VBAT

TCK/NRESET

wireless module provides a 4mm x 3.5mm x 0.75mm LGA package, 48MHz Arm® Cortex® M3, ’ 1

500hm match to external antenna, and various 1I/O interfaces such as UART, QSPI, SPI, GPIO, Matching

UART/GPIO

ADC, DAC, PWM, and I2C. The Wireless Module has an operating temperature range -40°C to -
CAP

+85°C and an input supply range of 1.2V to 3.6V. components
J102 SiP module offer Amm*4mm*0.75mm LGA package with more GPIOs

Hearing Aid Applications

Rechargeable Battery |
Power Management Unit
(LDO, DC/DC) DMIC
—l
Bluetooth Low Energy ARM Cortex-M3
RF 5.2 (ASHA) Processor 12c f
Antenna I
I. _DME 1 Interface System Memory I l
I @ . GPIO (*8) T
1 E__J '—% Speaker L1 111 |
. . Oscillators ProprietaryWireless
1 (48MHz-32.768KHz) Audio Streaming Output ¢
. UART — )))
1 Interface

1 a -
. .
. @ . 32-bit DSP Core :
1 5_’) I Input . .
; i nterface m Noise WDRC PWM a
----- Reduction Function
EEEEN

https://en.jhearing.com/
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JHEAR J10 SIP &J102 SiP Package

°®
J10HA

J10 SiP il J102 SiP W [2] ] [2] [5] [€]
1 2 3 4 2 3 4 5

© 4AmMm*3.5mm*0.75mm s @ @ @ @0 @ @ = e 4Amm*4mm*0.75mm 5
. ICRCRC R R IOROR=NON= . 18 [9]

20 pins loeoseellosess 20 pins

- MP status e s e e e = MP: 2024, July

_ RF RF signal input/output (Antenna) 1/0

- Test Mode Select _ 1011 Digital input output 9 1/0
22 :gij :;g :;8 _ 109 Digital input output 10 1/0
W OND oD oD a4 vee DC-DC filtered output P
A5 ANT RF RF signal input/output (Antenna) | B Analog ground P
I 010 /o /o 6 NRESET Reset pin |
B2 TCK /o External clock input _ 100 Digital input output / ADC 0 1/0 A/D
D e o011 = /o 8 101 Digital input output / ADC 1 o AD
B AN eI e R 102 Digital input output / ADC 2 o AD
= N N N 10 104 Digital input output 4 o D
= e o) = T 103 Digital input output / ADC 3 o AD
c2 103 110 /O _ VBAT Battery input voltage P
c3 NRESET /o Reset 13 1010 Digital input output 10 1e) D
c4 vDC vDC DC-DC output voltage to external LC filter _ GND Digital ground P
c5 VBAT Power Source Power Source _ 1012 Digital input output 12 110 D
D1 o1 110 o 16 1013 Digital input output / CM3-JTAG Test Reset o D
D2 100 o o [ ™S CM3-JTAG Test Mode State o D
D3 vee vee DC-DC filtered output 18 TCK CM3-JTAG Test Clock o D
D4 VBAT VBAT VBAT 19 1014 Digital input output / CM3-JTAG Test Data In o D
D5 GND GND GND 20 1015 Digital input output / CM3-JTAG Test Data Out o D
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JHEAR J10/J102 Platform Introduction
-

1-2-3 Buttons Flexible choice for volume up/down
- Wide range
. . . . - power supply
additional touch sensor interface Customized touch function for volume, mode etc., ot
1.1v ~ 3.3v IIII
better waterproof
50-0hm antenna port Save PCB size and design cycle time :
Functional Algg\;lltgrm
Support Multi customized Mode In door, meeting, outdoor, Restaurant mode, music temperiture Consumption
mode, ASHA mode 0~50°C <0.5mA
TV streamer Mode Property protocol with ultra low power consumption,
broadcasting, enable group flexibly
8-WDRC 8 channel WDRC =
1ms
Al-base Noise reduction Al NR model, will full operate at next generation
platform
Feedback Algorithm Support in pulse noise compression Miniature
package size I Low6
" atency<éms
ASHA function Embedded ASHA function & MM S.5 mm )
€3 Bluetooth
Wireless fitting (App, Website) reference code for App design, web remote fitting ol ~ BLE 5.2
through https://yp.jhearing.com/webj10 2022.php / Wireles"s
Rechargeable battery Mature design reference, charging indicator / A%%?Qz‘t:rtg‘mir
Pure Tone test Open interface for self test
audio prompt function Support custom multi-languages

7 Public Information © JHEAR 2022
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J10/J102 Platform hearing aid features

JHEAR )

1102
240 5

J10is hybrid dual core with BLE wireless function OTC
hearing aid platform

'Solutlon support

OTC hearing aid "turn-key” solution
Open-source Mobile App

PC Fitting source code sharing

TV streamer(3.5mm, AUX,SPDIF)
MFi support(special approval)
ASHA function support

Custom logo, name, audio prompt

Public Information  © JHEAR 2022 _




J10 DEMO L8

Uolume+ py

[ .-.}151 [

me-

R2
SR 3
S2

de. . Ra

(M

Insert the battery and connect P1 jumpe
O 4 different models can be configured
website fitting tools

O Website for fitting

( https://vyp. jhearing. com/webjl0 2022. php )

J10 Hearing Aid ,you can fitting on the web page

pport On following 0S:

« Windows 10+ Edge Browser /Chrome Browser
« Linux Mac ;see implentation status
+ Android Chrome

Ygu could select
different mode to |

ine tune, total 4

1 — O —

mode support P . =~
"""""" Cuirent Mddes | Mode A v}
T — =

—
Qeneral EQ

WDRC Calibration and Others

1
5ues about web ble please check implentation status

._‘-—-—.—. e T T ————

Name
# Volume i J10 all Parameters could
: be fine-tuning for related
#  Powerondelai | mode .
# Enabled Modules
# Hardware Revision
# BLE Display Name

Public Information

Read J10 HA exit
parameters or save the
fine-tuning Paras to J10
j HA

Read Mode Config | Save Mode Config

Ble Upgrade™ .

Seconds

[None v

© JHEAR 2022

,  — " —
All BLE Device Scan J10 Hearing Aid i

© Click here to search
i your J10 hearing aid
! and connected

- — g, .

- ’
{ Reset Mode Config | Test Change Volume [

— —

- |

i Reset to default i
i Parameters !

This parameter only applicable for version after 2023-06-25

After x seconds ,the DMIC will turn on to work

J10/J11 , Our firmware consider J10 as default hardware |
You need reboot your hearing aid to make effect for Custom
PCBA we will deliver customerized firmware for you

Only letter and digits allowed , maximum length is 10 bytes
You need reboot your hearing aid to make effect



https://yp.jhearing.com/webj10_2022.php

J10- Iz OTCEITEY & Wil TH

o2& M TG A -
https://yp. jhear ing. com/web j10 2022. php

N

weconfigpro

Current Mode: I Mode A v

Read Mode Config
Save Mode Config

Patient Details > WEH0005

General EQ WDRC Calibration and Others "
Information
Name Band 0 Band 1 Band 2 Band 3 Band 4 Band 5 Band 6 Band 7
Personal Details
# Cross over Frequency 317Hz 502Hz 797Hz 1264Hz 2005Hz 3181Hz 5044Hz
IES
#  Expansion Rate [1.0 v] [10+~ (1.0 v] [1.0 v] 1.0 v| (1.0 v| [1.0 v] 10~
PARFRE
#  Expansion Knee point [30dB ~| [30dB ~| [30dB ~] ([30dB ~| [30dB ~| [30dB ~| [30dB ~| [30dB ~]|
MAXIBS
#  Linear Gain [20dB ~] [20dB ~| 20dB v [20dB ~ 20dB ~ 20dB v [20dB ~| [20dB | et
eann etons
£ .
#  Compress Knee [55dB ~] [55dB v| [55dB ~| [55dB v| [55dB v| [55dB ~| [55dB v| [55dB |
[E4ainm=
Other Details
#  Compress Ratio [1.5 ] [15~ (1.5 v] [1.5 ] (15~ 1.5 v] [1.5v] (15~
[E4aZ#
#  LimitKnee [90dB ~| [90dB ~| [90dB ~| [90dB ~| [90dB ~| [90dB ~]| [90dB v| [90dB v]|

IREIXIBS

10 Public Information © JHEAR 2022

Audiogram
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2%

125 250 500 %

%

4k

8k

e (R AR Iu AC B 1 E I T oK

2 Heena Chavhan v

Download Report

@ New Fitting

History

Right Left
Dote and Time Device Name
30/12/2023 BTE PRIME-C8

Remorks

700
27/12/2023 BTE PRIME-C8

Remorks: N

700
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J10/J102 OTC Hearing Aid Scenarios

Support the coexistence of hearing aid features and ASHA function

++ Volume control
% Mode switch / @ @-\
» EQ modification { 10 ,J
> Pure Tone Test N
IR
N —

Mobile Wireless Fitting

PC Wireless Fitting

8/23/2021

% WDRC
* NR
+ Signal Chain

Calibration

% Volume
»  Mode
s--~AGC-0O

L ]
JHEAR O

1102
2405

-

0
2 C

J10 hearing aids

"33 IV

Public Information © JHEAR 2022

< TV-Box

%  TV-Box

» Remote Mic




J10/J102 bases hearing aid use cases

Direct connectivity with a Smartphone (no dongle) Connectivity with accessories i.e. TV set (via a dongle)

Streaming music and speech to earbuds/HA The earbuds/HA receive audio stream from TV

Controlling the earbuds/HA (volume up/down,

_ The Smartphone controls the earbuds/HA
equalizer etc..)

TV Streamer

/ (dongle)
1
a o 0 a Audio streaming

over onsemi

proprietary

protocol

é&e ° o6

Audio streaming
over ASHA/MFi Control over BLE = Control over BLE —
protocol

Public Information © JHEAR 2022



J10/J102 Platform for Audio

TV Steamer ASHA/MFi
With TV Steamer, you can _
Support most of Android phone, the system >10.0.0
o watch TV, listen to music. we support audio _
version
broadcasting, one host for many salve device _ _ _ _
o ASHA is audio streaming for Android smart phone
o Support Group isolate group broadcasting . _ o , _
o This is for single direction audio receive

o Support all families TV enjoying together

13 Public Information © JHEAR 2022




TV Streamer B{FSFE151T

JHEAR O

1102 : .
2405 %@

Ezairo 7160 SL

TV streamer 1§ “HFFE~" , HAUBIHBRSENEFRES

It ARArendiSHEATIHEARIB R mEF)

Arendi BRIHEARIZHEHIERSS — ——
e BN
BNBURATEE, BiESArendi, JHEAR 15 streamer 181+ conros -

TV streamer AJiRFEEEEF]
wit, SHFISMEZEER
(EXUEHArendi, JHEAR #17, BEESM1HCHT

AHFEzairo 7160 SL /J10HAOTC A8005EE

i
IR F L IFFIM3.5mm S5, TSI EIIEMALGR
X #Tpye CHEEER

1B RN E SR AT LUHEE F 56 K/

RN FF R FMLES

BLERARESinEzairo 7160, FiRiKI10/11F &R TTL&LBIITIR &
ZR BT BN F MR, ERRESES B

SEIEMR, FIEMEREZ15m~20m

R, EBEXETHE
14
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J10 Platform Performance picture (OTC)

ANSI specification to support OTC hearing aid benchmark Delay=6ms
= FONIX 8001

SYSTEM I -
' TEST SYSTEM
Enhanced DSP

2014 Left Ear

Linear FOGRSO HFA 1000,1600,2500 Hz
Freq THDist Src
S500Hz 70 dB ' ; |
800Hz 70 dB y . f"\l
B00HZ b ' A \
AGOOLE Ilwhu""'v"‘"-""'.t"’“’[rill'ﬁ'*”"vﬁl"' Delay -»;\"O—W%.-IWQA'J‘I 'v‘ ﬁ'.l" r\l ".I ) l«‘w—f‘l
l Graph Graph | Loy u ’ ‘\ j CRY)

Device Delay 6.0 mS ' h Il

Battery 1 KHz
-Air 13

10

stem Delay 0.8 mS

10 (mS> 15

Graph Graph
I

| Device Delay
|

LEVELED

e and HA coupler.

LEVELED

1
START to run test again.
:lect ear with F1, Use coupler mi

ITE hearing aid

EONIY 2001 TEST SYSTEM
IEC 60118-7 2 Left Ear

1 Harmonic Distort,
500 Hz ) dB

0.72 @ 800 Hz 70 dB
0,42 @ 1600 Hz 65 dB

in t
dB Measured
Gt 7 / EQ Input Noise 6,9dB |Battery 1000 Hz @ ES
) 5R Zn-fir 13
0.8 @ Zn-Air 13 0,00
10,6dB ||Battery 1000 Hz @ 65 I Mic Diameter 14mm |HFA 1000, 1600, 2500
Zn-Air 13 0,00 5 B "

o ij': _ 1/0 Curves

Diameter 14mm [HFA 1000, 1600, 2500
100
[

ss MENU for local menu.
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J10 OTC hearing aid design resource

https://en.jhearing.com/docs/ @ https://yp.jhearing.com/webj10_2022.php

—JHEAR—

J10 Hearing Aid ,you can fitting on the web page

J'] O Doc u me nt Current Mode: [Mode A ~ Read Mode Config | Save Mode Config Reset Mode Config | Test Change Volume
I General "EQ " WDRC I Falibralion and Others |

Name Band 0 Band 1 Band 4 Band 5 Band 6 Band 7

. J]D Descrlptlon Cross over Frequency 317Hz 1264Hz 2005Hz 3181Hz 5044Hz
e

L DGtGSheet Expansion Rate [0v] [10v] [10v] [10v] [0v] [1ov]
B ERL

e BLE prOtOC(jl (‘_]nd Cl|ent COde ;cgfgion;neepomt [30d8 v] [30dB v] [30dB ~] [30dB v~] [30dB ~] [30dB v]

XA

] J]O SChemq pdf Linear Gain [20dB | [200B v [20dB ~] [20dB ~ | [20dB ~ | [20dB ~]
ekt

e J10 Functions Compress Knee [55d8 ~| [55dB v] [55d8 v| [550B v~| [55dB ~| [55dB v|
[E4ES=

* J]D Web flttlng Compress Ratio 15+ [i5+v] [15+v] 5+ [15+v] [15+]

P Downloads Limit Knee [00dB ~| [00dB v [00dB ~| [90adB v| [00dB ~]| [00dB v |

IRHIERR

16 Public Information © JHEAR 2022



https://yp.jhearing.com/webj10_2022.php
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J10 Hearing Aid Accessories

USB dongle TV Streamer

. https://en.jhearing.com/tv-streamer-2/

Public Information

TV Streamer

© JHEAR 2022

Support Ezairo 7160 hearing aid
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J10/J102 Hybrid SoC platform eco-system build for ramping up market
JHEAR could help support your HA supply chain to help your product best BOM and efficient design cycle

"'? SELTEEH -

4( knowles

DMIC
-J HEAR—— l Supplier l
Q Soundmate

Fitting
Software
design

|
A“

Llnkst

Hardware
design

2 4 L 3
N - TDK N

https://marketresearch.biz/report/hearing-aids-market/

Public Information
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Global Hearing Aid Market
Market forecast to grow at a CAGR of 7.9%

USD 16.53 Billion

USD 9.71 Billion -

2021 2028

RESEARCH MARKETS
THE WORLD'S LARGEST MARKET RESEARCH STORE

18
16

14

12

m I I I

8

| I I

a

2

0

Global Hearing Aids Market Revenue, 2019-2030 (USD BN)

2019 3020 2021

Global Bluetooth Hearing Aids Market
%
CAGR 8 e O 0

2017 — 2026

RO,

2017 2026

nsparency Market Research, 2017
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External input

Microphane

19

Acoustic feedback path

Howling Detect F#AU4&3M,

o ZHRAY
1883 252 B W 25 57 /R AR PR AR 201 o

Synthesis Filterbank TH &K, 1FES
EERAEES

Frequency Shift SifS &L, <SHzHISA
#Bhh L BAIRS

Output

TX SRC Sample Rate Convert IN{ESHIE

Xtf, 32k->16k

AFC Feedback Control j= z iR&L3E, MR
REIREETALIE, IELMES RAA

\
\

Analysis Filterbank F 24T s5H, %1E
S RN Band

\

\

Hearing
Issues

solution

design

« Starry AIXEER G E L, EAIBIERRMGEA . JELkM
R ER AR AMS, FEREImpulse, XEEWind
Noise, F#AYNolinear#B4rHILLIE EELEFAE .

* Starry AIXTE KA REHERFRESHNTERREE

« Starry AIEREZFE (Sound Existence) FriE,
R LG VADERE

+ Starry AIEESRIRACIEE R, PEXHES, Xt
WX Hearing Sense {412 F .

4
/

Pure-Tone ; ) ' .
Audiometry (PTA) pTMF Generate Fregency Shift Howling Detect s
\ 7
\ ’
. ’
\ . ) W “‘M 1 , . Band1
i . a Band2
TXSRC s 5 Analysis
——>  Feedback —> 9 — ~nay —>  Banc2
SampleRateConvert > , FilterBank
Control = L.
. / A e
\\_J} W “‘N h : . 4 BandN
' ’
Referelnce L/
! ' WDRC
S_ynthems : ) Starry Sound Al® Wideband
FilterBank Hearing Sense Enhancement )
Dynamic Range Control
'
Sound
""" Existence
v .
. - RX SRC
N-Band Hearing AGC-O Anti-Clip )
Equalizer AutoGainControl Anti-Distortion Sa(l;r:) ;:]I:eR:te f"l H‘" "’ q)
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J10 platform Success stories

Public Information

HEARNU PRIME

RECHARGEABLE HEARING AID

CONTROLS

Mode Change

Volume Up -

Volume Down

© JHEAR 2022

More coming soon...



JHEAR support whole supply Chain

Commercial apps - A Manufacture
ntenna pre-
J10/J102 Android, iOS, '

.. evaluation, design, services,
Wechat Mini

and mass

Dual Core programing and PCBA

production services
PC software support

JHEAR link all resources together to support “one-shop” service

customized circuit

Customized evaluation,

Batch
software, development board

algorithms, and design, circuit
PC-side fitting hardware design and mass production
other services

programming for

22 Public Information © JHEAR 2022




Antenna category Support ZTN &R

Antenna

R&D Capability Resource

Mechanical modeling

software \
=)

ProlENGINEER

WILDFIRE

3D Chamber Test equipment RF simulation Tool

KEYSIGHT
{{ TECHNOLOGIES

SATiN/ID

ey

+ LDS/PDS/LAP antennas

* Mobile phone/laptop/panel
antenna

* TWS earphone/Hearing Aid
antenna

* Internet of Things/Smart "Water
and Electricity" Three Antennas

* NFC/RFID antennas

A0 ESC0 echvgies Compery

q" WIRELESS POWER

CONSORTIUM

2
PS SOLIDWORKS

¢ V2X/UWB/GNSS antennas for
Shenzhen 8 Set: ETS & SATIMO Cellular protocol testing :BT, DVB-H, CST MICROWAVE STUDIO PRO/E 5.0
Chambers DVB-T and GPS, LTE SISO HFSS 2 Sets Catia
TW 1 set: ETS Positive test: ADS Circuit Creo 8.0

new energy vehicles
Shanghai 1set: ETS & Satimo 2G,3G,4G,5G,WiFi/6E,BT,GPS Maxwell CAD 2019

' XiAn 1 set: ETS NFC (Micropross / EMVCo)
\ ‘ / zhou 2 Set: ETS & Satimo
et

Cable solde-~~
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Follow Us @ JHEAR

B Y 0 & O

www.jhearing.com




J10 Algorithms flow

Pure-Tone
‘ Audiometry (PTA)

‘ DTMF Generate ‘ ‘ Fregency Shift ‘ Howling Detect

7 N . A v, hN S

& oiathier —

| AFC > Band2
\ .
TXSRC o ~ Analysis
—> ) P —
SampleRateConvert Feedback > 7 ( FilterBank —> Band2
| Control , > |

/ A o - o
\.[ W“‘M — Sommm e BandN
Referelnce
v O
Synthesis : Starry Sound Al® V.VDRC
; . Wideband
FilterBank Hearing Sense Enhancement -
! Dynamic Range Centrol
S S/ . o ./
N ,
: |
I Sound
""" \ Existence
S/
™ / N
, A RX SRC
i N-Band I-_Ieanng AG_C-O ; Antl_-Cllp_ SampleRate
Equalizer AutoGainControl Anti-Distortion
| Convert
U J -
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RF
Antenna

Interface

Input

Interface

Bluetooth Low Energy
5.2 (ASHA)

Oscillators

Power Management Unit

(LDO, DC/DC)

ARM Cortex-M3

Processor

System Memory

(48MHz-32.768KHz)

Filter Function

Proprietary Wireless Audio
Streaming

32-bit DSP Core

Noise Reduction

Feedback

Public Information
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WDRC Function

FFT/IFFT

12C
GPIO (*8)
Output
UART
Interface
PWM
SPI

Speaker

)




EABIraR 8B4

Wireless Ezairo 7160

High-Mid platform

?-“\4”-' NVAPAN

(FEmFER) _ i Ezario8300 .

Non-Wireless Ezairo E7111 . Ezario8310
Ezairo 7100

Wireless J10----J20

Low-Mid Platform

(PR B)

(OTC) Non-Wireless 1300 Ezairo 5900/5920

Belasigna 300

1. Belasigna 300 £S5 o] IUACE 2 %ﬁ%ﬁ] ERITTR
Note: 2. BEBTEMH. . FAIAPP, %i%#ﬂﬂ”ﬁ%ﬁ?@wjn H=E
3. EzairoE&SiPTHEE+E L, EHAREFEEEKR
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